
 

 

  
 

Anti-Skid Aggregate

 

High purity Silicaceous particle 

 
Description 
Asian Paints Berger Anti-Slip aggregate is high-purity 
silica produced by calcination at high temperature of 
selected and treated quartz grains. Fast cooling down 
afterwards stabilizes the modified crystal structure. 

 
Uses 
Used as a slip resistant aggregate over floor – coatings 
to impart anti-slip properties to the coating. 
 

Properties 
Density 2.35 kg/dm3 

Bulk density 1.1 kg/dm3 

Hardness 6.5 mohs 

pH9 
 

Application Method 
 

 Broadcast non-slip aggregate over the applied 
floor coating while the coating is still wet, prefera-
bly between 30- 45 minutes after the application 
of the coating.  

 Allow over – night drying, remove the loosely ad-
hering non-slip aggregate from the dried floor  

 
Product use instructions 
 May also be applied between 40 and 50 microns DFT 

per coat 

 This is not suitable for heavy duty environments 

 Not suitable for industrial and factory floors where 

high chemical and abrasion resistance are required. 
 

Anti slip 1 (Fine aggregates): 0.1 to 0.3mm 

Anti slip 2 (Medium aggregates): 0.3 to 0.6mm 

Anti slip 3 (Coarse aggregates): 0.5 to 1.5mm 

 
Storage & Handling 
Storage: Store in a cool, dry condition 
Disposal: Do not empty into drains, sewers or other 
water courses 
Flash point: None 
Shelf lift: Unlimited 
 

Safety Precautions 
Avoid breathing this product, Wear suitable protective 
clothing such as overalls, goggles, dust mask and 
gloves. 
 
Anti-slip aggregates are non- hazardous 
 
Anti-slip aggregates are non-flammable. 
 
Note: The information supplied in our literature or given by our em-
ployees is based on extensive experience and, together with that 
supplied by our agents or distributors, is given in good faith to help 
you. Our company policy is one of continuous Research and Devel-
opment; we therefore reserve the right to update this information at 
any time without prior notice. We also guarantee the consistent high 
quality of our products; however, as we have no control over site 
conditions or the execution of work, we accept no liability for any 
loss or damage which may arise as a result thereof. 

 

 Apply a fresh coat of paint over the firmly adhering ag-
gregate. 

 

  

 
 

 
Version No. V01/23. Please note that this  
datasheet supersedes all previous versions 

 


