
 

  
 

Road Marking Paint 
High Performance, High Gloss, Rapid curing protective floor coating

Description 
A water-repellent, rapid-drying coating based on 
modified acrylic resin. It contains Titanium Dioxide 
and premium color-fast pigments. This specially 
formulated product offers excellent resistance to 
abrasion and chemicals, making it ideal for 
concrete and asphalt runway marking. 

 
Uses 
Area of Use: Interior & Exterior 
Substrate: Concrete, Asphalt, Paving blocks, Kerbs. 

 
Characteristics 
 Excellent color and gloss retention 

 Excellent self-smoothing characteristics 

 Cures to a clear, non-yellowing finish without 
pigmentation 

 Excellent abrasion resistance 

 Priming-less, typically no need for primer 

 Excellent adhesion to concrete and metal 
substrates 

 Excellent chemical resistance 

 Suitable for interior and exterior applications 

 Stable over a wide temperature range 

 Displays good flexibility and impact resistance 

 

Application Method 
Surface Preparation 
 Ensure surface is clean, dry, and free from 

contaminants 

 Surface must be in sound condition without 
laitance 

 Remove laitance using wire brush or sweep blast 

 Consolidate dusting or chalking surfaces with 
Berger Plastaseal Penetrating Sealer 

 
Application 
 Ensure surface is clean, dry, and free from 

contaminants 

 Coating performance depends on surface 
preparation 

 Ensure sufficient ventilation during application and 
drying 

 Avoid applying when humidity exceeds 85% with 
possible condensation  

 Apply when surface temperature is at least 3ºC 
above dew point

 

 Moisture content of substrate should not exceed 
6% (measured with calibrated moisture meter) 
Thoroughly stir the contents before use. 

 Can be applied with a brush, roller, or airless spray 

 Use Solvalux 7 – 25 thinner (5% to 10% 
depending on application method) if necessary. 
Consult Asian Paints technical support for proper 
solvalux grade. 

 
Application Data 
 Method of application: Brush or Roller, Airless 

Spray 

 Thinner: Solvalux 7 – 25 (use 5% to 10% thinner 
for ease of application depending on the method of 
application 

 Flash point: 30°C 

  
Theoretical Covering Capacity 

Recommended dry film thickness 
Per coat 

Spread Rate 

Minimum 75 microns 6.67 M
2 
/ Ltr 

Maximum 125 microns 4.00 M
2 
/ Ltr 

Typical 100 microns 5.00 M
2 
/ Ltr 

 
Practical Covering Capacity 
For estimation of practical covering capacity, 
following factors to be taken into account: surface 
profile, uneven application, losses in container 
and equipment etc.  
 
Drying Time 

Substrate 
temp. 

Touch dry 
Over coating interval 

Minimum Maximum 

25°C 20 minutes 16 Hours Indefinite 

35°C 15 minutes 14 Hours Indefinite 

45°C 12 minutes 10 Hours Indefinite 

 

Technical Data 

Finish : Smooth, Medium sheen 
Colors : White, Yellow, Black & Red oxide 
% Volume solids : 50±2 
 

Typical Paint System 

2- 3 coats  



 

Version No. V01 06/06. Please note that this 
datasheet supersedes all previous versions 
 

Storage, Safety information and 
Precautions 
 Keep out of reach of children. 

 Store in cool, dry conditions; ensure adequate 
ventilation during application. 

 Shelf life up to 12 months from the date of 
manufacture 

 Avoid contact with skin and eyes; wear suitable 
protective clothing such as overalls, goggles, dust 
masks and gloves. 

 

 

 

First Aid 

 Eyes: In the event of accidental splashes, flush 
eyes immediately with warm water and obtain 
medical advice. 

 Skin: Wash skin thoroughly with soap and water, 
or with an approved industrial cleaner. Do not use 
solvents. 

 Inhalation: Move patient to fresh air, loosen collar 
and keep patient rested. 

 Ingestion: Do not induce vomiting. Obtain 
immediate medical attention. 

 Dispose as per local regulation 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Note: The information supplied in our literature or given by our employees is based on extensive experience and, together with that supplied by 
our agents or distributors, is given in good faith to help you. Our company policy is one of continuous Research and Development; we therefore 
reserve the right to update this information at any time without prior notice. We also guarantee the consistent high quality of our products; 
however, as we have no control over site conditions or the execution of work, we accept no liability for any loss or damage which may arise as a 
result thereof. 

 
        
 
 


