
 

  
 

Smartcare Bituprotek 10 
High Build SBS Polymer Modified Bitumen Emulsion Waterproof Coating  

Description 
SmartCare Bituprotek 10 is a high performance 
superior quality protective bitumen emulsion 
waterproof coating for concrete which requires high 
level of protection from ingress of moisture. The 
coating manufactured using a blend of high quality 
bitumen compound, selected mineral fillers and 
further modified with selected high grade of latex 
(SBS) polymers. 
The coating dries to form a tough, durable and 
highly flexible impermeable membrane. 

 
Uses 
Ideally suitable for application as a protective 
waterproof coating against ingress of moisture and 
vapour in the following areas: 

 Building facades damp proofing prior to cladding 

 Tanking and waterproofing structures to provide 
and impervious waterproofing 

 Concrete and Block works. 

 Vapor barrier damp proof membrane in sandwich 
panel construction. 

 Also used as a curing compound on freshly cast 
concrete structures. 

 Planter box 

 

Characteristics 
 Easy to apply. Cold applied. No additional heating 

is required.  

 Good adhesion on most substrates. 

 VOC free. No health or environmental hazard. 

 Odorless. Safe to apply in poorly ventilated or 
confined areas. 

 Highly thixotropic. Can be applied at high 
thickness on vertical surfaces without any sag or 
flow.  

 Good resistant to soil chemicals like chlorides and 
sulphate. 

 Non-flammable 

 Conforms to ASTM D 1227. Type lll, class 1. 
 

Packing  
20 Liters and 200 Liters  

  
Application Conditions 
Substrate Temp +5°C to 50 °C 
Ambient Temp +5°C to 50 °C 

 

Properties 

Color Dark Brown 

Density @ 25°C, g/cc 
ASTM D 1475 

1.05±0.02 

Recommended covering 
capacity 

2 – 4 m²/L 

Approx. Solids content 
ASTM D 2939 

45 % ± 5% 

Drying time at 25°C 1 hr 

Elongation, % 
ASTM D 412 

> 50 

Service Temperature, 
°C Tensile 

-5 to +70 

strength N/mm2 > 1.0 

Latex content DFC 10 % 

Form viscous liquid 

 

Application Methodology 
Substrate Quality and Preparation  
The performance and ultimately the durability of the 
coating largely depends on the condition of the 
substrate on which it is coated on. Therefore, 
conditioning and preparation of the substrate is of 
utmost importance prior to the application of the 
coating. 

 Inspect the surface conditions 

 Surface should be levelled, tough and should not 
have defects like hollow areas or pot holes 

 Check hollowness by hammering and repair such 
areas as well as pot holes using polymer modified 

 cement sand mortar or appropriate concrete repair 
mortar 

 Allow to cure for at least 72 hours before application 
of membrane 

 Clean the surface thoroughly so that it is free from 
loose dust, particles, laitance, oil etc. 

 

Coverage: 4m2/L@ 1mm thickness 

 

Application 

 Apply SmartCare Bituprotek 10 directly on a new 
concrete without any primer coat. 

 It is highly recommended to apply a priming coat on 
all old and highly porous substrates for improving the 
adhesion of the subsequent coats. 

 Primer coat can be prepared in the work site by 
diluting SmartCare Bituprotek 10 with 20% by volume 
clean potable water.  

 The diluted coating shall then be mixed thoroughly 
ensuring homogeneity of the mix.
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 Primer application can be done by a brush or roller. 
On large areas the application may be done by an 
airless spray gun. 

 Applied primer needs to be allowed to dry before 
application of subsequent coats. 

 The primed area shall be re-primed, if there is a 
delay in the application of the topcoat for more than 
24 hours 

 SmartCare Bituprotek 10 application as topcoat is 
done by brush or roller. Large area application may 
be done by airless spray gun. Note, when applying 
by airless spray gun the emulsion coating needs to 
be diluted appropriately for proper application. 

 The coating shall be minimum of 2 coats for optimum 
performance 

 Coverage will vary depending on the area of 
application and the nature of protection required.  

 When applying multiple coats, all subsequent coats 
shall be applied when the previous coat has dried off 
completely. 

 Clean all tools after use with clean water. Hardened 
material can be cleaned with a solvent. 

 

Storage conditions/ Shelf-Life 
Container packs should always be stored in dry and 
shaded areas. The product should not be kept 
exposed to direct sunlight and should not be kept 
near to any source of heat. The shelf life is 24 
months if stored as per recommendations. Failure to 
comply with the recommended storage conditions 
may result in premature deterioration of the product. 

 

Handling precautions 
Product is VOC free. Hence, it is non-hazardous to 
health and environment. However, as a 
precautionary measure and to avoid sticking of the 
bitumen to hands & skin, it is recommended to use 
gloves and safety goggles. In case of contact with 
human skin wash the affected area with plenty of 
fresh water immediately. Seek medical assistance 
immediately in case of any allergy or criticality. 

 
Value  
All technical data stated in this Product Data Sheet 
are based on laboratory tests. Actual measured 
data may vary due to circumstances beyond our 

control and different test methods. 
 

Precautions 
 Being water based the bitumen in the pack it has a 

tendency to sediment when stored for long 
durations.  

 In hot climatic areas, some amount of water may 
evaporate out during storage. This may make the 
coating quite viscous and difficult to apply. 
Additional water up to 5% may be added at the 
work site to improve the application consistency. 

 Ground for few minutes to remove all sediments 

 

Health and safety information 
For information and advice on the safe handling, 
storage and disposal of chemical products, users 
shall refer to the most recent Material Safety Data 
Sheet. 
 

Safety features 
Kindly refer to the MSDS which gives detailed 
information on safety measures while handling the 
product, which is available on request. 
Store in a cool, dry place. 
Keep out of reach of children and away from 
eatables. 
May be harmful if swallowed. In case of ingestion 
seek immediate medical attention. Eye protection 
during application is recommended. 
In case of contact with eyes, rinse immediately with 
plenty of water and seek medical advice. 
In case of skin contact wash with soap and plenty of 
water. Get medical attention if irritation develops or 
persists. 
It is recommended to wear suitable nose pad during 
surface preparation. Dispose as per 
recommendation mentioned above. 
No added Lead, Mercury or Chromium compounds. 
 
Note: The information supplied in our literature or given by our 
employees is based on extensive experience and, together with that 
supplied by our agents or distributors, is given in good faith to help you. 
Our company policy is one of continuous Research and Development; 
we therefore reserve the right to update this information at any time 
without prior notice. We also guarantee the consistent high quality of 
our products; however, as we have no control over site conditions or 
the execution of work, we accept no liability for any loss or damage 
which may arise as a result thereof. 
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