
 
 

  
 

Smartcare Dampblock 2k Pro 600

 
Description 
SmartCare Damp Block 2K Pro 600 is a two component 
acrylic polymer-modified with highly specialized blend of 
aggregates, cements, graded sands and proprietary pol-
ymeric additives. It is an elastomeric cementitious high 
performance waterproofing with crack bridging ability. 
This product can be used for both positive & negative 
side waterproofing due to its excellent bonding, good 
waterproofing and unmatched resistance to hydrostatic 
pressure 

 
Uses 
• Flexible Water proofing membrane and preventive in-

gress moisture under all types of ceramic tiles, porce-
lain tiles, natural and agglomerate stones. 

• Protection of exposed concrete structures against car-
bonation and chloride attack. 

• Wet area Waterproofing of Balconies, Terraces, Bath-
rooms, Tubs and shower surrounds, kitchens, food 
prep areas, laundries, cafeteria areas, countertops, 
and laundry rooms. 

• Elastomeric waterproofing for Roof Combo System. 

• Cantilevered Balconies and terraces decks with antici-
pated movement. 

• Steam rooms and steam showers. 

 

Characteristics 
 Excellent resistance to positive hydrostatic pressure 

 Highly elastic film 

 50% elongation 

 Protection against efflorescence 

 Protects concrete against carbonation 

 Excellent bond strength 

 High solid content 

 East to apply 

 Forms a seamless coat 

 
Appearance 
Grey 

 
Packing  
20 kg  

  

Coverage 

0.4 to 0.6 m2/kg per coat @ 1000 mic DFT 
 

 

Properties 
Color Grey 

Mix ratio  
(Powder: Liquid),  
parts by weight 

3:1 

Surface Dry time 
ASTM D 1640 

45 minutes 

Re-coatability time 
ASTM D 1640 

4-6 hrs 

Cure time after 2nd coat 
ASTM D 1640 

3-5 days 

Positive Hydrostatic 
Pressure 
DIN 1048 

Resist up to 3 Bar 

Negative Hydrostatic 
Pressure 

Resist up to 2 Bar 

Elongation at break, % 
ASTN D 412-16 

50% 

Adhesion strength, MPa 
ASTM D 4541-17 

>0.5 

Crack Bridging 
ASTM C 1305/1305M-16 

Up to 0.7 mm 

Reduction of rapid chlo-
ride 

ASTM C 1202-12 

70 

Water Vapor Perme-
ance,  

ASTM E 96/E96M-16 

0.3 Perms 

 
Application Method 
Substrate Quality and Preparation 
Surface under treatment should be strong enough, 
clean and free from grease, oil, dirt, curing compounds, 
or any other contaminant that would prevent a good 
bond. Concrete must be fully cured and must be free of 
efflorescence and not subject to hydrostatic pressure at 
the time of application. Surface cracks (< 3mm) must 
be filled with SmartCare Crack Seal. Bigger cracks, 
damaged portions and hollow areas must be repaired 
with polymer modified cement mortars. Prior to applica-
tion the surface must be in Saturated Surface Dry 
(SSD) condition. 
 
Mixing 
Add powder to liquid (3 parts powder & 1- part liquid) 
slowly while stirring. For full bag mixing, Mix mechani-
cally using a slow speed drill (400 – 500 RPM) with 
mixing paddle to achieve a smooth silky consistency. 
Let the mix to rest for 3-5 minutes to release any en-
trapped air within the mix, stair lightly again and use. 



 
 

Within the open time of the product, agitate the mix oc-
casionally, but never tamper with the mix by adding 
water to the mix. 
 
Application 
Step 1:  
Soak wet the substrate surface with clean potable wa-
ter. Highly absorbent substrates require more attention 
by dampening the substrates. Any water puddle should 
be removed leaving SSD surface. 
In case of a water leak the leak should be stopped prior 
to starting the application, please consult our technical 
services department for assistance. 
The first coat should be applied at a minimum wet film 
thickness of 700 microns and should be well worked 
into the substrate. Finish in one direction for a neat ap-
pearance. 
 
Step 2: 
Apply Smartcare Damp Block 2k Pro 600 slurry by 
brush or roller over SSD masonry/ brick surface. 
 
Step 3:  
Allow the 1st coat to dry for 2 hours @ 35°C and longer 
at lower temperatures (drying depends on ambient 
temperature) and the apply 2nd coat. 
 
Step 4:  
The 2nd coat should also be applied perpendicular to 
the first coat at a minimum wet film thickness of 1mm 
and finished in one direction for better results. 
 
Step 5:  
The 1st coat & 2nd coat must be applied in perpendicular 
direction for better results. 
 
Step 6:  
Achieve a coverage of 0.4 to 0.6 m2/kg @ 1000 mic 
DFT 
 
Step 7:  
The material should not be applied at temperatures 
below 5°C. all the mixed material should be used within 
the open time of the product. 
 
Step 8:  
If the application is being done on bricks, overlay of 
cementitious screed within 24-48 hrs. for screeding use 
Smartcare Vitalia as an integral waterproofing com-
pound. 
 
Step 9: 
It is essential to cure smartcare Damp Block 2k Pro 
600, overlay screed for a minimum of 3 to 5 days to 
ensure full cement hydration. 
 

Post Application Care 
After 48 Hrs or appropriate drying of SmartCare Damp 
Block 2K Pro 600 Cementitious Waterproofing, coat 
with Interior/Exterior coating. 
SmartCare Damp Block 2K Pro 600 Cementitious Wa-
terproofing shall not be left exposed directly to the envi-
ronment. 
 

Precautions 
 Do not add water to SmartCare Damp Block 2K Pro 

600 during mixing/application 

 Do not add water to SmartCare Damp Block 2k Pro 
600 during mixing/application. 

 At least 3 to 5 days curing is required. 

 Always add powder to polymer, to ensure the mixture 
is free of lumps. 

 Do not cure by flooding with water or conduct any 
ponding test before it gets completely cured. 

 In case of fresh concrete/masonry substrate – the 
surface must be cured for28 days before application. 
Overlaying of cementitious screed/plaster must be 
done within 24 to 48 hrs. 

 Open time is 1 hour at 35°C. The product open time is 
directly affected by the prevailing ambient tempera-
ture and relative humidity. Please be aware of site 
conditions during application. Store the product in a 
cool shaded sore prior to start working 

 Tilling can commence after 72 hours for water tanks. 
For swimming pools allow for a minimum of 7 -14 
days prior to filling with water. 

 

Safety Features 
Kindly refer to the MSDS for Asian Paints SmartCare 
Damp Block 2K Pro 600 which gives detailed infor-
mation on safety measures. 

 Store the container with the lid tightly closed in an 
upright position, in a cool & dry place. 

 Keep out of reach of children and away from eatables. 

 May be harmful if swallowed. In case of ingestion 
seek immediate medical attention. 

 Wear eye protection during application. In case of 
contact with eyes, rinse immediately with plenty of 
water and seek medical advice. 

 In case of skin contact immediately wash skin with 
soap and plenty of water. Get medical attention if irri-
tation develops or persists. 

 Do not breathe vapour or spray. It is recommended to 
wear suitable nose pad during sanding and surface 
preparation to avoid dust inhalation. 

 Do not pour leftover material down the drain or in wa-
ter courses. 

 In the event of spills, contain spillage using sand or 
earth. 

 No added Lead, Mercury or Chromium compounds. 



 
 

Version No. V03 04/22. Please note that this 
datasheet supersedes all previous versions UAE 

 

 
Note: The information supplied in our literature or given by our em-
ployees is based on extensive experience and, together with that 
supplied by our agents or distributors, is given in good faith to help 
you. Our company policy is one of continuous Research and Devel-

opment; we therefore reserve the right to update this information at 
any time without prior notice. We also guarantee the consistent high 
quality of our products; however, as we have no control over site 
conditions or the execution of work, we accept no liability for any 
loss or damage which may arise as a result thereof. 

 
 
 
 
 


