
 
 

  
 

Smartcare Unyverseal Neutral 
All weather neutral cure silicone sealant

 
Description 
SmartCare UnyverSeal Neutral is an all-weather neutral 
cure silicone sealant which is particularly suitable for 
indoor and outdoor applications. This is a high bonding, 
low modulus sealant and offers durable adhesion to 
most porous and non-porous substrates including glass, 
metals, coated and painted metals, plastic wood, con-
crete etc. The product is resistant to ozone, UV and 
temperature extremes. The product is formulated to re-
sist mold and mildew where high humidity and tempera-
ture exist. 

 
Uses 
 Demanding sanitary applications 

 Structural attachment of many panel systems 

 Panel stiffener applications 

 Nonstructural glazing 

 Weather sealing of most common construction materi-
als including glass, aluminum, steel, painted metal, 
EIFS, granite and other stone, concrete, brick and 
plastics 

 Metals 
 Kitchen sink joints 
 Glass & woods 
 Sanitary joints 

 
Characteristics 
 Cures at room temperature at ambient humidity condi-

tions. 

 Easy to use one component type. 

 Outstanding adhesiveness to many substrates 

 Non- corrosive. 

 Antifungal grade for sanitary applications. 

 Low VOC as per green building norms 

 Excellent durability. 
 

Colors Available 
Standard colors– Clear / Black/ colored 

 
Packing  
280 ml 
 

Properties 
Cure system Neutral 

Specific Gravity 1.01 – 1.30 

Slump Nil 

Skin over time @ 25°C, 10 

Minutes max 

Tack free time, minutes 
@ RT, Approx 

30 

Hardness, Shore A 22 

Cure rate, mm/day 5 to 40 

Elastic Recovery % Ap-
prox 

-50 to 150 approx 

MECHANICAL PROP-
ERTIES, 2mm thick 

sealant 

> 90 

Tensile @100% elonga-
tion, MPa, Approx. 

0.32 

Tensile Strength, MPa, 
Approx. 

8.3 

Elongation at Break, % , 
Approx 

20-25 

All values given are subject to 15 - 20% 

 
Application Method 
Substrate quality and preparation 
Surface must be clean, dry and should be free from oil, 
grease, dust and frost. 
Cure time: 
The time required for curing is affected by atmospheric 
conditions like relative humidity and temperature, de-
gree of confinement and thickness of the sealant. The 
product cures at a rate of 3mm per day @ 25°C and a 
relative humidity of 50%. Less moisture content reduc-
es the rate of cure. Curing time increases with thick-
ness. The application in confined spaces generally 
lengthens the curing process. It is possible that in total 
confinement the curing will not be complete and this will 
result in the softening of the sealant in elevated tem-
peratures. Metal to metal bonds should not overlap 
more than one inch. Every application involving con-
finement while curing must be thoroughly tested before 
commercialization. Vinegar like odour given o- during 
curing is due to the acetic acid liberated as a part of 
curing reaction and it disappears as the curing pro-
gress. Once the curing is complete, further odour will 
not be detectable. 
Application 

 UnyverSeal Neutral is supplied as a ready to use 
product. The product can be used with normal caulk-
ing guns. 

 After suitable joint preparation and masking, attach 
the nozzle to cartridge, cut to required dimension and 
the sealant is gunned into gap continuously. 

 The non-sag paste consistency of the material makes 
it very friendly to use, easy to tool with spatula. 
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 The product cures at room temperature when it is ex-
posed to moisture and the curing happens from sur-
face to inside the sealant. The skin formation happens 
within a maximum period of 10 minutes. 

 Any necessary tooling has to be completed within 5 
minutes of application. If in case masking tape is used 
to mark o- the area, it has to be removed before skin 
is formed. Install backing material or joint ller, setting 
blocks, spacer shims and tapes. 

 Mask areas adjacent to joints to ensure neat sealant 
lines. Primer is generally not required on non-porous 
surfaces, but may be necessary for optimal sealing of 
certain porous surfaces. 

 A test placement is always recommended. Apply Un-
yverSeal Neutral Silicone Sealant in a continuous op-
eration using positive pressure. (The sealant can be 
applied using many types of air-operated guns and 
most types of bulk dispensing equipment.) 

 Before a skin forms (typically within 5 minutes), tool 
the sealant with light pressure to spread the sealant 
against the backing material and joint surfaces. Re-
move masking tape as soon as the bead is tooled. 

 
Value Base 
All technical data stated in this Product Data Sheet are 
based on laboratory tests. Actual measured data may 
vary due to circumstances beyond our control and dif-
ferent test methods. 
 

Health and safety 
Direct contact with uncured sealant irritates eyes and 
may irritate skin. over exposure to vapor may irritate 
nose and throat. 
 

Precautions 
Do not apply during rains or extreme tempera-
tures. 
 

Safety features 
 Kindly refer to the MSDS for SmartCare Un-

yverSeal Neutral which gives detailed infor-
mation on safety measures while handling the 
paint, which is available on request. 

 Store the container with the lid tightly closed in 
an upright position, in a cool, dry place Keep out 
of reach of children and away from eatables. 
May be harmful if swallowed. 

 In case of ingestion seek immediate medical at-
tention. 

 Wear eye protection during application. 

 In case of contact with eyes, rinse immediately 
with plenty of water and seek medical advice. 

 In case of skin contact immediately wash skin 
with soap and plenty of water. 

 Get medical attention if irritation develops or 
persists. It is recommended to wear suitable 
nose pad during sanding and surface prepara-
tion to avoid dust inhalation. 

 In the event of spills, contain spillage using sand 
or earth. No added Lead, Mercury or Chromium 
compounds. 

 Non flammable 
 

Note - The information and data contained in the prod-
uct data sheet is believed to be accurate and reliable; 
however, it is the user’s responsibility to determine 
suitability of the product for usage. Since the supplier 
cannot know all the uses, or the conditions of use to 
which the product may be exposed, no warranties con-
cerning the fitness or suitability for particular use or 
purpose are made. It is the user’s responsibility to thor-
oughly test any proposed use of our products and inde-
pendently conclude satisfactory performance in the 
application Likewise if the application, product specifi-
cations or manner in which our products are used re-
quire government approval or clearance, it is the sole 
responsibility of the user to obtain sure authorization. 
 
Note: The information supplied in our literature or given by our em-
ployees is based on extensive experience and, together with that 
supplied by our agents or distributors, is given in good faith to help 
you. Our company policy is one of continuous Research and Devel-
opment; we therefore reserve the right to update this information at 
any time without prior notice. We also guarantee the consistent high 
quality of our products; however, as we have no control over site 
conditions or the execution of work, we accept no liability for any 
loss or damage which may arise as a result thereof. 

 
 
 
 
 


