
 

  
 

Polyaspartic PA 
High Performance, High Gloss, Rapid curing coating for Floors & Walls

Description 
SmartCare Polyaspartic PA is a high 
performance, rapid curing, self-smoothing, high 
gloss coating/flooring product based on the 
Polyaspartic technology. It provides excellent 
color and gloss retention even when exposed to 
UV rays and is resistant to most fuels, oils, 
solvents and cleaners. It is fast curing and have 
rapid return to service capabilities. It has good 
flexibility & protective strength. It is available in 
clear and pigmented version and can incorporate 
colored flakes or aggregates. 
SmartCare Polyaspartic PA clear can be used as 
a clear Sealer which is Anti-yellowing and it have 
a high tensile strength and are 3-5 times harder 
than epoxy coating 

 
Uses 
 Ideal for seamless and rapid application in 

commercial and industrial flooring systems. 

 Suitable for aircraft hangars, industrial workshops, 
and helipads. 

 Excellent for warehouse flooring and factories. 

 Well-suited for restaurants and kitchens. 

 Ideal for retail shops, shopping malls, and 
showrooms. 

 Suitable for hospital flooring. 

 Perfect for car park decks and garages. 

 
Characteristics 
 Exhibits excellent color and gloss retention. 

 Provides outstanding self-smoothing properties. 

 Cures to a clear finish without yellowing, 
particularly when not pigmented. 

 Demonstrates exceptional abrasion resistance. 

 Functions as a self-priming coating, typically not 
requiring a primer. 

 Displays excellent adhesion to concrete and metal 
substrates. 

 Exhibits remarkable chemical resistance. 

 Suitable for both interior and exterior applications. 

 Maintains stability across a wide temperature 
range. 

 Shows good flexibility and impact resistance. 

 

Application Method 
 Thoroughly mix the B-side component with a slow-

speed drill and mixing paddle. For colored 
applications, add Color Pigment to the B-side 
component at a volume rate of 20%. 

 Mix the A-side and B-side components using a 
suitable slow-speed drill and mixing paddle. 

 The mixing ratio of component A to component B 
is 1:1 by volume. 

 Apply SmartCare Polyaspartic PA using an airless 
spray gun or short pile rollers. 

 Note that the tack-free and curing times of 
SmartCare Polyaspartic PA are influenced by the 
prevailing environmental conditions at the time of 
application. Heat and humidity can accelerate 
reactivity and curing, so it is advised to mix small 
quantities in hot and humid environments. In 
colder environments, tack-free and cure times may 
be considerably extended, especially below 10°C. 

 When applying with a roller, avoid excessive 
rolling. Allow the product to self-smooth by rolling it 
out and leaving it undisturbed. Continuous rolling 
inhibits the self-smoothing properties. 

 
Packing 
SmartCare Polyaspartic PA is available in 5 kg or 
20 kg. Packing 
 

Value base 
All technical data presented in this Product Data 
Sheet are based on laboratory tests. Actual 
measured data may vary due to uncontrollable 
circumstances and different testing methods. 

 
Health and Safety Information 
For guidance on the safe handling, storage, and 
disposal of chemical products, users should 
consult the most recent Material Safety Data 
Sheet. 

 
Safety and Handling 
• All applicators of SmartCare Polyaspartic PA must 

receive training and approval from the 
manufacturer. 

• Spray applicators should wear appropriate 
personal protective equipment (PPE), including 
approved breathing equipment and eye protection. 

All applicators of SmartCare Polyaspartic PA should 
receive training and approval from the 
manufacturer. 

Spray applicators should wear appropriate personal 
protective equipment (PPE), including approved 
breathing equipment, eye protection, a Nylex or 
similar lightweight spray suit, and covered 
footwear.Avoid breathing in vapors during spraying 
or when handling chemicals. 
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Avoid contact with eyes and skin. 

Store chemical drums in a cool, dry environment, 
and avoid storing them in direct sunlight for long 
periods. 

Do not store chemicals next to foodstuffs. 

Ensure chemical drums are tightly sealed to prevent 

air and moisture ingress. 

Dispose of the product safely in accordance with 
local regulations. 

 
 

 
Properties 

PROPERTIES DATA 

Mixing ratio of Comp. A to Comp. B 1:1 by volume 

Material consumption - approximate L / m2 
0.25ml @ 250 μm (Substrate 

dependent) 

Recommended thickness dry film thickness 
100 microns to 1000 microns as 

required. 

Recommended maximum film thickness in one layer Up to 500 microns 

Pot life at 20°C 45 – 50 min 

Tack free time @ 20C, 60% humidity 45 minutes 

Pedestrian traffic after Light use: 4-6 hours Heavy use: 3 days 

Full Cure (Normal loading) [h] 24 hours @ 35 °C 

Temperature range for application (ambience) +5 - +50 °C 

Temperature range for application (substrate) +5 - +50 °C 

Over coat window 8 hours minimum 

 

Properties 
PROPERTIES VALUES TEST STANDARDS 

Solids content [%] 97±2% DIN EN ISO 3251 

Viscosity [mPa*s] @ 25°C 
Comp. A: 100 Comp. B: 

1940 
Mix: approx. 570 

DIN EN ISO 3219 / A3 

Density [g/cm³] @ 20°C 
Comp. A: 1.18 – 1,22 

Comp. B: 1.07 – 1.11 Mix: 
1.15 

DIN EN ISO 2811-1 / ASTM 
D-1217 

Density [g/cm³] 1.23 ± 0.02 EN ISO 1183 /ASTM D-792 

Tensile strength [Mpa] ≥ 6 ISO 37-2005 /ASTM D-638 

Elongation at tear [%] ≥ 108 ISO 37-2005 / ASTM D-638 

Hardness [Shore D] 75 
ISO 868-2003 / ASTM D-

2240 

Rebound resilience [%] ≥ 5 ISO 4662 / ASTM 

Taber Abrasion [mg] 
< 30mg (Wheel CS17 / 
1.000g / 1000 cycles) 

ASTM D-4060 

Colour fastness 
No chalking, no dis-

coloration, no cracking and 
no blistering 

DIN EN ISO 105-B06 

 
Note: The information supplied in our literature or given by our employees is based on extensive experience and, together with that supplied by 
our agents or distributors, is given in good faith to help you. Our company policy is one of continuous Research and Development; we therefore 
reserve the right to update this information at any time without prior notice. We also guarantee the consistent high quality of our products; 
however, as we have no control over site conditions or the execution of work, we accept no liability for any loss or damage which may arise as a 
result thereof. 

 
        
 
 


