
 
 
 

 
 

  
 

Smartcare Repair FC-2K 
Blow hole filler, fairing coat & re - profiling mortar 

 
Description 
SmartCare Repair FC-2K is a blend of polymeric 
dispersible powders, cement and graded fillers. 
The product is specially formulated for re-profiling 
surface irregularities up to 10 mm in thickness and 
filling bug holes. It is designed for vertical and 
overhead applications, filling voids up to a depth of 
10 mm. It can also be used to render over large ar-
eas, from a feather edge up to 10 mm thickness 
SmartCare Repair FC-2K is supplied as a ready to 
use blend of dry powders which requires only the 
site addition of the liquid component to produce a 
highly consistent cementitious mortar, with good 
handling characteristics 
 

Uses 
 SmartCare Repair FC-2K can be used for Internal 

and external concrete and precast repair 

 Fairing coat applications as a skim coat for rein-
stating concrete cover. 

 Reinstating deboned or weak concrete and  

 As a coat prior to Protective Coating 

 

Characteristics/ Advantages 
 

• Pre-packed, easy to use 

• Pre-gauged resin Liquid 

• Cost effective. No primer or curing agents required 

• Flexible 

• Smooth, easy to finish 

• Shrinkage compensated 

• Excellent bonding strength 

• Excellent resistance to chloride and carbondioxide. 

 

Properties 
Compressive Strength 

(BS 1881 Part 116) 
>25 N/mm2- at 28 

days 

Tensile strength (BS 6319 
Part 7) 

>5.0 N/mm2 @ 28 
days 

Appearance Granular grey powder 

Wet density 1850 ± 50 kg/m3 

Special Ingredients Polymer & binders 

 
 

 
Packing 
20 Kg Kit (16Kg Powder + 4.6 Kg Liquid) 

 
Application Method 

Surface Preparation 
 All surfaces must be clean and free from any 

loosely adhering particles or contaminants such as 
shutter oil, curing compound, dirt, oil, dust, grease, 
paint, corrosion deposits, algae etc. to allow for 
maximum adhesion. 

 Oil and grease deposits should be removed by 
steam cleaning, detergent scrubbing or the use of 
a proprietary degreaser. The effectiveness of de-
contamination can be assessed by a pull-o- test on 
the prepared surface. 

 The cleaned areas should be blown clean with oil-
free compressed air before continuing. All pre-
pared areas should be thoroughly soaked with 
clean water immediately prior to the application of 
SmartCare Repair FC-2K. Any residual surface 
water should be removed prior to commencement 
of the repair. 

 Deep voids should be repaired with the correct 
product from SmartCare Repair range. please 
consult our technical steam for assistance. 

 
Mixing 
Care should be taken and ensure that SmartCare 
Repair FC-2K is thoroughly mixed. In all cases the 
powder component 
should be added to the liquid component. Mixing 
should be carried out in a suitably sized mixing 
vessel, using a slow 
speed (400/500 rpm) heavy duty drill and mortar 
paddle. Place the 4 kg liquid component into the 
mixer and, with the 
machine in operation, add one full 16 kg bag of 
powder and then mix for 3 to 5 minutes until fully 
homogeneous. 
 
Application 
Apply the mixed SmartCare Repair FC-2K to the 
blow holes or surface by steel trowel. It should be 
applied with the minimum of working and be al-
lowed to partly set before finally troweling to a 
smooth finish. If a very smooth finish is required, a 
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small amount of water may be sprinkled on to the 
surface of the SmartCare Repair FC-2K with a 
paint brush prior to final troweling. 
 
 
 
 
 
 
 
 
 
Curing 
Under favorable weather conditions curing is not 
required. However, under extreme conditions - 
high temperatures 
and drying winds – cover the surface with poly-
thene sheeting. consult Asian Paints Berger oce 
before proceeding. 
 

Standards 
Complies to BS 1881, BS 6319 Part 3 and BS 6319  
Part 7 
 
Precautions & Limitations 
Do not proceed with the application when rainfall is immi-
nent unless in a sheltered or protected situation 

Cleaning 
SmartCare Repair FC-2K should be removed from tools, 
equipment and mixers with clean water immediately after 

use. Cured material can only be removed mechanically 

 
Shelf life & Storage Condition 

SmartCare Repair FC-2K have a shelf life of 12 months 
if kept in a dry store in the original, unopened bags in 
sound storage conditions 
 

 

Health & Safety Features 

As with all chemical products, caution should always be 
exercised. Protective clothing, such as gloves and gog-
gles, should be worn (see packaging for specific instruc-
tions). Treat any splashes to the skin or eyes with fresh 
water Immediately. Should any of the products be acci-
dentally swallowed, do not induce vomiting, but call for 
medical assistance immediately. 
Avoid contact with eyes and prolonged contact with skin. 
In case of contact with eyes immediately flush for at least 
15 minutes with fresh clean water. Call a physician. 
In case of contact with skin wash skin thoroughly. 
 
 

Note: The information supplied in our literature or given by our em-
ployees is based on extensive experience and, together with that 
supplied by our agents or distributors, is given in good faith to help 
you. Our company policy is one of continuous Research and Devel-
opment; we therefore reserve the right to update this information at 
any time without prior notice. We also guarantee the consistent high 
quality of our products; however, as we have no control over site con-
ditions or the execution of work, we accept no liability for any loss or 
damage which may arise as a result thereof. 

 
 
 
  
 
 
 
 
 


