
 

  
 

Protection Board

           Superbit Board 
Polyester Reinforced Asphaltic Protection Board 

 

Description 

SmartCare SuperBit is a multi-layer asphaltic protection 
board. It is manufactured by thermally bonding polymer 
modified bitumen with selected additives which is then 
sandwiched between a layer of non-woven polyester on 
one side and anti-stick polyethylene liner on the other. 

Uses 
SmartCare SuperBit is designed for use as a permanent 
protection to most waterproofing and damproofing 

systems, especially the bitumen based sheet membrane 
and coating systems indicated in BS 8102. SmartCare 
SuperBit will. 

 Absorb the impact of aggregate shock 

 Absorb the impact of normal foot traffic 

 Protect the waterproofing membrane from penetration 
by sharp edges of reinforced steel and aggregate during 
the backfill process and late settlement. 

 

Characteristics 
 Excellent resistance to chemicals 

 Non bio-degradable 

 Compatible with most waterproofing systems 

 Tough and durable 

 Improved puncture resistance 

 Weather, warp and rot proof. 
 

  Packing  

3.0 mm - 2m x 1m, approx. weight 7.5 Kg 

3.2 mm - 2m x 1m, approx. weight 8.0 Kg 

3.5 mm - 2m x 1m, approx. weight 8.5 Kg 

4.0 mm - 2m x 1m, approx. weight 10.0 Kg 

6.0 mm - 2m x 1m, approx. weight 14.0 Kg 

 
Application Conditions 
Substrate Temp +5°C to 50 °C 
Ambient Temp +5°C to 50 °C 

 

 

 

Application Methodology 
Smartcare SuperBit can be fixed on top of the waterproof-
ing membrane by using a double sided adhesive 
tape or even by torching (for fixing over torch applied mem-
branes). 
Once the protection board is fixed in place, supports/props 
must be used to keep the boards in place until 
the adhesive is strong enough to hold the board. 
Subsequent boards should be laid continuously by butt fit-
ting the edges. 
For irregular profiles, the board shall be cut to fit all inter-
sections and protrusions. 
Butt joints can be sealed with 50mm wide HDPE bitumen 
adhesive strip to prevent any backfill material 
entering and causing damage to the underlying waterproof-
ing membrane. 

Storage conditions/ Shelf-Life 
SmartCare SuperBit must be covered and stored in a dry 
and shaded area away from sunlight, UV and sources of 
heat. Do not stack pallets on top of each other. It is recom-
mended not to open the shrink wrap 
till the time of application. The boards, loose or on pallets, 
must be stored on flat surface. The shelf life is 
12 months if stored as per recommendations. Excessive 
exposure to sunlight and UV will result in deterioration of 
the product quality and reduce its shelf life.  

Handling precautions 
SmartCare SuperBit is shrink-wrapped and loaded on pal-
lets for easy handling. The pallets should be loaded or of-
floaded with the help of a crane or forklift to prevent dam-
age to the protection boards. If the boards are unloaded 
individually, it is to be ensured that they are stacked back 
on a pallet or on a flat surface. All protection boards how-
ever should be disposed off only after wrapping with paper, 
plastic or cloth. In case of contact with human skin wash 
with any soft solvents. Seek medical assistance immediate-
ly in case of any allergy. 
 

Value  
All technical data stated in this Product Data Sheet are 
based on laboratory tests. Actual measured data may 
vary due to circumstances beyond our control and differ-
ent test methods. 
 
 



 

Version No. V01/23. Please note that this 
datasheet supersedes all previous versions 
UAE 

 

Properties 
Colour Black 

Thickness, mm. UEAtc 3.0 3.2 3.5 4.0 6.0 

Mass per unit area, kg/m2 UEAtc 3.7–3.9 4.0-3.9 4.2-4.2 5.0-5.2 7.0-7.2 

Softening point (R&B),°C ASTM D 36 >135 

Asphalt content, % ASTM D 545 >60 

Density, g/cc  1.1 – 1.2 

Chisel puncture In house Pass 

Hydrostatic pressure @ 5 bar 
(50m) 

BS EN 12390 (part 8) No leakage 

Chemical resistance, Ph ASTM D 543 2.5 – 11.5 

Heat resistance @ 100°C UEAtc No flow 

 
 

Precautions 
 Do not apply during rains or extreme temperatures. 

 Avoid abuses which may lead to puncturing of mem-
brane. 

 Ensure that the product is applied at least 6 inches 
inside the drain pipe. 

 Apply parapet to parapet to envelope the entire build-
ing for long term performance. 

Health and safety information 
For information and advice on the safe handling, stor-
age and disposal of chemical products, users shall refer  
to the most recent Material Safety Data Sheet. 

Safety features 
Kindly refer to the MSDS for SmartCare BituProtek Wa-
terproofing Membrane which gives detailed informa- 
tion on safety measures while handling the membrane, 
which is available on request. 
Store in a cool, dry place. 
Keep out of reach of children and away from eatables. 
May be harmful if swallowed. In case of ingestion seek 
immediate medical attention. Eye protection during ap-
plication is recommended. 
In case of contact with eyes, rinse immediately with 
plenty of water and seek medical advice. 
In case of skin contact wash with soap and plenty of 
water. Get medical attention if irritation develops or 
persists. 
It is recommended to wear suitable nose pad during 
torching application and surface preparation. Dispose 
as per recommendation mentioned above. 
No added Lead, Mercury or Chromium compounds. 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Note: The information supplied in our literature or given by our em-
ployees is based on extensive experience and, together with that 
supplied by our agents or distributors, is given in good faith to help 
you. Our company policy is one of continuous Research and Devel-
opment; we therefore reserve the right to update this information at 
any time without prior notice. We also guarantee the consistent high 
quality of our products; however, as we have no control over site 
conditions or the execution of work, we accept no liability for any 
loss or damage which may arise as a result thereof. 

 
 
 

 
 
 
 
 
 
 


