
 
 

  
 

Smartcare Tile Grout LM 
Polymer Modified Cementitious single component tile grout

Description 
Smartcare Tile Grout LM is polymer latex modi-
fied water resistant grout which has water repel-
lence, excellent adhesion, and high bonding 
strength, workability and permanent joint, which is 
non-shrinking, non-toxic. 
 

Uses 
• Smartcare Tile Grout LM is used for grouting of 

ceramic tiles, marble, natural stones edges. 
• Specially formulated for wet or submerged 

grouting applications such as: swimming pool, 
bathrooms, toilets, fountains and kitchen. 

• Smartcare Tile Grout LM recommended for ex-
ternal, internal and heavy traffic areas. 

• Eliminates fungal growth. 
• Grouting application joint width up to 6 mm. 
• Formulated for hot climatic conditions. 
• Smartcare Tile Grout LM is excellent for highly 

glazed tiles to give smooth and tense joints 
which when set is water resistant. 

 

Product benefits 
• Smartcare Tile Grout LM is a polymer modified 

system and it’s specially formulated polymer 
contents eliminates the cracks in the joints. 

• Smartcare Tile Grout LM is Water-Resistant. 
• Excellent U. V resistant & Shrink proof. 
• Resistant to hot water 
• Eliminates fungal growth. 
• Excellent weather resistant 
• Excellent durability 
 

Properties 
Availability White & limited colours 

Pot Life @35°C 30 Min 

 
Fresh Wet Density 

1.72 Kg/Ltr =/- 0.02 

Shrinkage < 0.1% 

Compressive strength > 20 N/mm2@28 Days 

Tensile Strength 5 N/mm2@28 Days 

Final Set (Hours) 24 Hours 

Bond Strength ASTM 
C-266 

> 0.5 N/mm2 

Flexural Strength 
EN12803-3 

> 6 N/mm2 

Initial Set (Hours) 
ASTM C-266 

> 8 

VOC < 0.5% 

Application Temp +5°C 

 

 
 
 
 
 
 
 
 

 

 
 
 
 
 
Packing 
5 kg 

 
Coverage 
1 Kg of Smartcare Tile Grout LM will cover 3.5 m² 
approx. using standard sized tiles 150 x 150 mm. 
Coverage depends on size and spacing of the 
tiles 
 

Methodology  
Application Condition 
The open time of Smartcare Tile Grout LM at 35° 
C is approximately 15 minutes. Therefore, care 
should be taken in preparing the paste. Smartcare 
Tile Grout LM should not be used on painted or 
metal surfaces. 
 
Surface Preparation: 
• Surface must be cleaned with brush or blower. 
• For exterior-grouting application, wet the tiles 

prior to applying Smartcare Tile Grout LM. 
• Add the grout to the water (approximately 1.75 

ltr) and mix with slow speed drill to the required 
consistency of the mortar. 

• If the grout mortar has become too stiff to work, 
it should be discarded and a new batch should 
be prepared. 

 
Application Process 

 Surface to be tiled must be clean, free from con-
tamination and in SSD (Saturated Surface Dry) 
condition. 

 Apply to the tile joints with squeegee, brush or 
sponge. Best results can be obtained by filling the 
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joints with grout and flush the surface of tile using 
a hard rubber float, working diagonally across the 
grout joints to both fill and compact the joints. All 
excess grout should be removed with the same 
rubber float without any delay. 

 However, it is important to allow the grout to firm 
in the joint acquiring its initial set before any fur-
ther cleaning is to be done without concerning 
about the dried grout left on the surface of the tile. 

 After the initial set of the grout, clean the tile sur-
face with a pad of cheesecloth or towel damp-
ened with mini amount of water by rubbing. 

 The remaining grout on the tile can be cleaned at 

this time. Scotch bright pad fastened to a float 

works very well to remove grout from the porous 

tiles. 

 Rebuff the tile surface within 1 hour to remove all 

weep water and grout residue from the surface of 

the grout to help reduce efflorescence and control 

colour variation. 

Grout cleaning 

Polish the tiles when the job is complete with a 

clean dry cloth. Scrubbing the floor with hot water 

and soap method is the best. Due to polymer con-

tent, it is advisable to clean the surface immedi-

ately after the grouting. Can’t be used where high 

acid resistance is required because of its Portland 

cement base. 

Limitations 

The potential for efflorescence is inherent in all ce-

ment based   products and it is not to be consid-

ered as a manufacturing defect. 

During the operational period do not use high con-

tent of acid base cleaning chemicals/detergents. It 

may affect the property of grouting materials. 

Safety featuers 

• Kindly refer to the MSDS which gives detailed 

information on safety measures while handling 
the product, which is available on request. 

• Store in a cool, dry place. 
• Keep out of reach of children and away from 

eatables. 
• May be harmful if swallowed. In case of inges-

tion seek immediate medical attention. 
• Eye protection during application is recom-

mended. 
• In case of contact with eyes, rinse immediately 

with plenty of water and seek medical advice. 
• In case of skin contact wash with soap and 

plenty of water. Get medical attention if irritation 
develops or persists. 

• It is recommended to wear suitable nose pad 
during surface preparation. 

• Dispose as per recommendation mentioned. 
• No added Lead, Mercury or Chromium com-

pounds. 
 

Health & Safety Features 

As with all chemical products, caution should al-
ways be exercised.  Protective clothing, such as 
gloves and goggles, should be worn (see packag-
ing for specific instructions).  Treat any splashes to 
the skin or eyes with fresh water Immediately. 
Should any of the products be accidentally swal-
lowed, do not induce vomiting, but call for medical 
assistance immediately. Ensure the container is 
available for the medical attendant to examine any 
relevant instructions and contents details. Reseal 
all containers after use and ensure product is 
stored as instructed on the safety section of the la-
belling. 
 

 

Note: The information supplied in our literature or given by our em-
ployees is based on extensive experience and, together with that 
supplied by our agents or distributors, is given in good faith to help 
you. Our company policy is one of continuous Research and Devel-
opment; we therefore reserve the right to update this information at 
any time without prior notice. We also guarantee the consistent high 
quality of our products; however, as we have no control over site 
conditions or the execution of work, we accept no liability for any 
loss or damage which may arise as a result thereof. 

 

 
 
 
 
 
 
 
 

 


