
 
 

  
 

Smartcare Unyverseal Polysulphide  
Two Component Polysulphide Sealant

 
Description 
Smartcare UnyverSeal Polysulphide is a two part Poly-
sulphide sealant available in self-levelling (pouring 
grade) and gun grade consistencies. It is a Polysulphide 
sealant which effectively seals all joints subject to struc-
tural movement as well as nonmoving joints against in-
gress of water and dirt. 

 
Uses 
 Sealing movement joints in building and civil engineer-

ing structures, including superstructures, floors, base-
ments, subways, flashing and metal setting. Also for all 
joint seal application where a short curing period is re-
quired, such as expansion and contraction joints in 
sidewalks 

 Can be used in the portable water tanks and in sew-
age treatment plants. It will effectively prevent water 
from entering the sealed joints and thereby eliminate 
erosion of the soil underneath the slabs. Particularly 
areas which are watered frequently, such as swimming 
pool decks and around planters which must be pro-
tected. 

 All coping joints and deck joints where should be 
sealed. In clay soil areas, where unsealed joints may 
cause swelling of the soil and subsequent bucking and 
cracking of the concrete slab. 

 UnyverSeal Polysulphide maintains a low modulus of 
extension even after prolonged exposure to the 
weathering elements. This prevents adhesive and co-
hesive failures which often occur when a caulking 
compound hardens excessively with ageing. 

 Contraction joints in side walkways 
 Sealing curtain wall panels 
 Window glazing 
 Swimming pool deck 

 
Installation 
Joint design: 

Suitable for all properly designed joints following ac-
cepted engineering practice. Joint width must be a min-
imum of 4 times the anticipated movement. UNYVER-
SEAL POLYSULPHIDE is having minimum movement 
accommodation factor of 25%. 
 
Colors Available 
Grey 

 
 

Packing  
4 Ltr, 2.5 Ltr for PG & GG 
 

Properties 
Pot life @77°F (25°c) 1hr approx. 

Tack free time @ 77°F 
(25°C,50%RH ) 

ASTM C 920 

72 hrs approx. 

Cure time @77°F 
(25°C,50%RH ) 

7 days 

Tensile strength, N/mm2 
ASTM D 412 

0.53 – 0.65 

Elongation at break, % 
ASTM D 412 

˃450 

Peel strength on con-
crete, psi 

ASTM D 794 

10 - 20 cohesive fail-
ure 

Hardness (shore A) 
ASTM D 2240 

20 -22 

Service temperature -40°C to +79° C 
 

Width of Joints 

Depth 
of joints 

mm 6 9 12 15 18 22 25 

6 28 19 14 11 9 8 7 

9  12 9 7 6 5 4 

12   7 6 5 4 3 

15    4.4 3.7 3 2.7 

18     3.5 2.5 2.2 

22      2.1 1.8 

25       1.6 

Linear meters per liter 
 
 

Application Method 
Substrate Quality and Preparation 
All joints must be absolutely clean. For concrete, sand 
–blasting is recommended. All curing compounds, old 
caulks, grease, water proofing compounds, etc. must 
be removed. For non-porous surfaces such as glass, 
metal, etc. cleaning with MEK or Toluene is recom-
mended. Polyethylene rod or polyurethane foam is rec-
ommended as a joint –filler and back-up material. 
Mixing / Curing time/ Conditions 
UnyverSeal Polysulphide is a two-part product and re-
quired mixing. Pour all of the hardener supplied into the 
bulk Polysulphide base and slowly mix with a low speed 
mechanical mixer and prop for 3-5 minutes. Make sure 
that the sides of the can are scraped to assure that all 
of the base and hardener are thoroughly mixed. 
 



 
 

Version No. V03 04/22. Please note that this 
datasheet supersedes all previous versions UAE 

 

Application method/ tools 

 Apply by caulking gun, hand or pour from container. 
Bulk sealant can be applied by pumping equipment. 
Press firmly into joint using a trowel or putty knife to 
ensure good contact. 

 Porous surface has to be primed with Apcoflor HFP 
120 primer clear. Maintenance: if UNYVERSEAL 
POLYSULPHIDE is damaged, and the joint has not 
been contaminated, it can be repaired by cutting out 
that part and resealing it with UnyverSeal Polysul-
phide. 

 

Value Base 
All technical data stated in this Product Data Sheet are 
based on laboratory tests. Actual measured data may 
vary due to circumstances beyond our control and dif-
ferent test methods. 
 

Health and safety 
Direct contact with uncured sealant irritates eyes and 
may irritate skin. over exposure to vapor may irritate 
nose and throat. 
 

Precautions 
Do not apply during rains or extreme tempera-
tures. 
 

Storage & shelf life 
Store in cool dry place, not over 25°C away from 
direct sun light and source of heat. UnyverSeal 
Polysulphide has a shelf life of 9 months from the 
date of manufacturing if stored in original uno-
pened container in dry conditions and protected 
from direct sunlight at temperatures between 
+10°C and +25°C. 

 
Safety features 
 Direct contact with uncured sealant irritates eyes 

and may irritate the skin. Over exposure to va-
por may irritate nose and throat. Avoid eye and 
skin contact. Use with adequate ventilation. 

 Do not handle contact lenses with sealant on 
hand. 

 In case of eye contact, Flush eyes with plenty of 
fresh water for 15 minutes and obtain medical 
attention. 

 In case of skin contact, remove from skin and 
flush with water. 

 Keep out of reach of children. 

 Kindly refer to the MSDS for SmartCare Unyver-
seal PU which gives detailed information on 
safety meas- ures while handling the paint, 
which is available on request. 

 Store the container with the lid tightly closed in 
an upright position, in a cool, dry place Keep out 
of reach of children and away from eatables. 
May be harmful if swallowed. 

 Wear eye protection during application. 
 
Note - The information and data contained in the 
product data sheet is believed to be accurate and 
reliable; however, it is the user’s responsibility to 
determine suitability of the product for usage. 
Since the supplier cannot know all the uses, or 
the conditions of use to which the product may be 
exposed, no warranties concerning the fitness or 
suitability for particular use or purpose are made. 
It is the user’s responsibility to thoroughly test any 
proposed use of our products and independently 
conclude satisfac- tory performance in the appli-
cation Likewise if the application, product specifi-
cations or manner in which our products are used 
require government approval or clearance, it is 
the sole responsibility of the user to obtain sure 
authorization. 
 
Non -Warranty: Because the storage, handling 
and application of the material is beyond Asian 
Paints Berger control, we can accept no liability 
for the result obtained. Asian Paints Berger sole 
limited warran- ty is the product meets the manu-
facturing specifications in effect at the time of 
shipment. There is no warranty or merchantability 
or fitness for use, nor any expressed or implied 
warranty. Asian Paints Berger will not be liable for 
any incidental and consequential damage of any 
kind. The exclusive remedy for breach of such 
limited warranty is a replacement of any product 
shown to be other than warranted. Suggestions of 
uses should not be taken as inducement to in-
fringe any patents. 
 
Note: The information supplied in our literature or given by our em-
ployees is based on extensive experience and, together with that 
supplied by our agents or distributors, is given in good faith to help 
you. Our company policy is one of continuous Research and Devel-
opment; we therefore reserve the right to update this information at 
any time without prior notice. We also guarantee the consistent high 
quality of our products; however, as we have no control over site 
conditions or the execution of work, we accept no liability for any 
loss or damage which may arise as a result thereof. 

 
 
 
 
 
 
 


