
Apcotrak Cold Plastic is a high-quality, 
two-component, solvent-free road marking paint, 
based on the latest MMA technology. It is specially 
designed for all types of traffic line marking and is 
suitable for floors, even in the most difficult places. 
This highly durable product offers fast drying, 
maintaining the sustainability of traffic marks, and 
provides excellent resistance to abrasion and wear. It 
also possesses a solar reflection property, which 
decreases the surface temperature. 

PRODUCT DESCRIPTION  Resistant to the Effects of Vehicle Tires: 
Maintains its structure and appearance without 
degradation when exposed to constant vehicular 
movement and tire contact.

 Sun Rays Reflection: The paint possesses 
light-reflective properties that help to reduce the 
surface temperature of the application area.

 Can Be Applied in Several Shapes: The 
material's characteristics allow it to be easily 
applied to form various complex shapes required 
for road markings.

 Excellent Adhesion: Forms a very strong bond 
with the substrate, ensuring the markings remain 
securely fixed to the road surface.

 Excellent Resistance to UV and Weather 
Conditions: Provides superior protection against 
damage caused by ultraviolet rays and harsh 
atmospheric elements.

 High Solid Content: The formulation contains a 
high solid content, making it particularly suitable 
for application on concrete surfaces.

 Long Life: The product is designed for extended 
durability, offering a long service life under traffic 
stress.

 Long-Lasting Glass Beads Retention: Ensures 
that the glass beads, which provide night-time 
reflectivity, are held firmly for an extended period.

 Excellent Resistance to Abrasion: Provides 
superior protection against wearing down caused 
by friction from constant traffic movement.

 Superior Durability: Offers robust strength and 
resilience, maintaining integrity over time in 
demanding conditions.

 Slip Resistance Properties: Exhibits properties that 
reduce slipping, which is achieved when a special 
aggregate is incorporated into the paint.

 Suitable for Hard Wearing Areas: The marking 
paint is ideal for high-stress zones such as bumps, 
U-turns, bus stops, parking lots, and speed 
slow-down areas.

KEY FEATURES

APCOTRAK COLD PLASTIC
ROAD MARKING PAINT

FLOORING COMPOUND
Two-component, solvent-free
traffic line marking. 

TECHNICAL PROPERTIES

Colour White, Yellow

Finish Sheen

Properties Value

Drum 7.44 Liter + Powder 0.208 kg 

PACKAGING

PRODUCT BENEFITS
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Properties

1. Surface Preparation:

 Remove old paint from surfaces completely. 

 The surface must be treated by removing all forms 
release and protrusions to get a suitable surface 
for application. 

 Make sure that the surface is clean, dry, free from 
dust, oil, grease, salt and mold.

Application Guide

 The surface must be free from dust , grease, oil 
and other contaminants completely. 

 The required temperature during application must 
not be less than 10°C; the surface moisture should 
not exceed 8% and the relative humidity at work 
place not to exceed 70%. 

 Paint should be stirred carefully before use. 

 Do not apply on wet and moistened surfaces until 
get completely dry.

Mixing Procedure

 Stir base by using a low-speed mechanical stirrer. 

 Pour hardener into component A. 

 Mix rapidly the two components continuously until 
a homogenous mixture and uniform color 
obtained.

Painting System

Firstly:

For Large areas (Bus Stop, U turns, Parking’s, Speed 
slow down areas)

Anti-skid 2 layers structure: 

 Apply 1st coat of “Apcotrak Cold Plastic RMP” by 
squeegee or trowel with 1000 micron thickness. 

 For anti-skid property, broadcast silica sand 
aggregate (which should be sprinkled on wet paint 
surface by the “drop on” method). 

 Remove access aggregate after dry. 

 Apply 2nd coat ““Apcotrak Cold Plastic RMP” by 
roller with 500-micron thickness.

APPLICATION METHOD

 Roads and Runways: Recommended for line 
marking and sign markings on public and private 
roads and airport runways.

 Parking Facilities: Ideal for marking lines and signs 
within parking lots.

 Industrial and Commercial Floors: Suitable for 
both exterior and interior applications on surfaces 
such as asphalt, concrete, and epoxy floors.

 Institutional Settings: Used for marking in various 
facilities including buildings, factories, and 
hospitals.

APPLICATION AREAS

Value

Mixing ratio
(by weight)

Liquid 1kg:
Powder 20gm

Thinning ratio Ready to use

Cleaning solvent Solvalux 7-45

Drying time
@25°C/77°F

Hard dry: 30 minutes 
Open to traffic: 30 minutes 

Slip resistance
(ASTM E3 03-22) 

Dry slip resistance - Pass
Wet slip resistance - Pass

Alkali resistance
(EN 1871:2020)

Pass 

Theoretical
spreading rate

1 m2/L (0.7m2/Kg)
@ 1000 micron DFT

Typical dry
film thickness

1-3mm

Volume solids
(ASTM D 2697)

100%

UV ageing
(EN 1871:2020)

Pass 

Resistance to bleeding
(EN 1871:2020)

Pass 

Retro reflectivity
(EN 1871:2020)

Pass 

Abrasion resistance
(ASTM D 4060-19)

Pass 



Store the container tightly sealed in a cool, dry, and 
well-ventilated area, following applicable national 
storage regulations. 

STORAGE CONDITIONS

Not available

PRODUCT LIMITATIONS

Apcotrak Cold Plastic Road Marking Paint complies 
with ASTM D 2697, ASTM E 303-22, EN 
1871:2020 and ASTM D 4060-19. 

CERTIFICATIONS

Shelf life is 12 months when stored at 25°C under 
recommended conditions. 

SHELF LIFE 

 Always wear protective gloves, goggles, and 
clothing during mixing and application to prevent 
skin or eye irritation.

 Avoid direct contact with skin or eyes; in case of 
contact, wash the affected area with plenty of clean 
water.

 If inhaled, move the affected person to fresh air 
immediately and seek medical advice if discomfort 
persists.

 Ensure proper ventilation at the site of application 
to avoid inhalation of fumes.

 Keep away from heat, sparks, and open flames. Do 
not smoke during handling. 

SAFETY PRECAUTIONS

The information provided in this Technical Data Sheet is based on 
laboratory tests, industry practices, and practical application experience. 
However, actual site conditions may vary and are beyond the 
manufacturer’s control. Asian Paints makes no warranties, expressed 
or implied, and shall not be liable for any loss or damage resulting 
from improper usage, handling, or non-compliance with the 
recommended guidelines. Users are advised to test the product for 
suitability before full-scale application.

DISCLAIMER

Smooth finish system:

 Apply one coat of “Apcotrak Cold Plastic RMP” by 
squeegee or Trowel with 1-3 mm thickness.

Secondly: 

For Road Marking 

Applications: 

Plain Line Application: 

 Apply one coat of ““Apcotrak Cold Plastic RMP” by 
:(roller or drop box or hand pushed machine or 
special machine (extrusion machine). 

 For more reflection properties, the glass beads 
should be added.

Spot flex Application: 

 Apply one coat of “Apcotrak Cold Plastic RMP” by 
special machine (extrusion type). 

 For more reflection properties, the glass beads can 
be added. 

Texture (Stochastic) & Profile Application: 

 Apply one coat of “Apcotrak Cold Plastic RMP” by 
(special machine (extrusion type) or hand pushed 
machine. 

 For more reflection properties, the glass beads can 
be added. 

Application Tools: 

 Roller: Soft & smooth suitable roller. 

 Squeegee, Trowel 

 Drop box, Hand pushed machine, Special machine 
(Extrusion type). 

Thinner: 

 Not Recommended.


